Attention Of: ACCOUNTS PAYABLE

To: FERMILAB

Address; PO BOX 500
BATAVIA, IL 60510

PRODUCT CERTIFICATION
IN REGARE TC YOUR

Purchase Order MNo.: 572343

Sales Order No.: 133147

Iteem Mo.: &

Description: NE RRR Shest

Dimensions: 0418 " Thik x 14.13" W x 54" L

Specilications: 55D0-E5-37 1021 W/Exceptions and Purchase Order
Daie:; March 12, 2007

Cluantity: 1pc.

Weight: 30 Ibs.

Heat No.: 505728

Batch No.: FAB-200337

THE TEST REPORT FOLLOWS:

Material Condition: Annealed, cross rofled and pickled sudace.
INGOT CHEMISTRY ANALYSIS :

Element Alpha Spec. Spec. Max. UOM 1 2 3
C 20 ppm <20 <20 <20
Fe 30 ppm <25 <25 <25
H 3 ppm <3

Hi 200 ppm <50 <50 <50
Mo 50 pp <30 <30 <30
N 20 ppra <20

Mi 30 ppm <20 <20 <20
0 40 ppm <30

Si 30 ppm <25 <25 <25
Ta 500 PP 380 390 370
Ti 40 ppm <40 <40 <40
w 70 ppm <30 <30 <30
Zr 200 ppm <50 <50 <50
OTHERS_EACH 0003 pct <0003 <0003 <0003
Nb BALAMCE

Certified By: R Louie, QA Supervisor es 0312407
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"Wah Chang Is A Registered/Certifled 1S0 901 :2000, AS 9100, and PED 97/23%/EC Company.” ‘



Purchass Qrder Mo.; 572343
Sales Order No.: 133147

[tem Mo.: 5

Heat Mo.: 805728

Balch Na.: FAB-200(337

INGOT RRR TEST

Test ‘ Spec. Min.  TOP  BOTTOM
RESIDUAL_RESISTIVITY_RATIO 260 261 405

PRODUCT CHEMISTRY IN PPM
Element Spec.Max. Sheet#1  Shest #1

G 20 <20 <20

H 3 <3 <3

N 20 <20 <20

O 4y <40 <40

PERCENT RECRYSTALUZATION

Sample Units Spec. Min. Sheet#1  Shest #1
Recrystallization: % o0 100 100

GRAIN SIZE TEST

Sample Method  Units Spec.Max. Shest#1  Sheet #1
Grain Size No.: ASTM E112 ASTM Mo. 5 orfiner 51 &

¥ith grains no larger than ASTM 4.

PRODUCT HARDNESS TEST

Sample Method Units Spec. Max. Sheet#1  Shest #1
Hardness: ASTME-892 HVIO 80 45 42
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Allegheny Technologies

P.0. Box 350

Albany, Oregon 373M-0136
(5H ) 92%-4211 FAX (541) 367-6944



Purchase Onder Mo.; 572343

Sales Order Mo.: 133147

[tem Mo.: 5

Heat No.: 505728
Batch No.: FAB-200337

ROCM TEMPERATURE TENSILES
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>|_|_ Wah Chang

Alleghery Technalogies
P.C. Box 468

Atbany, Oregon 373210136

(541} 9264241 FAX (54%) 967-6948

Longitudinal Method  Offset Gage Urnits  Spec. Min.  Sheet #1 Sheat #1
Tensile Strength: ASTM EB Psi 14000 23400 2800
Yiald Strength: ASTMES 0.2% Psi 000 8600 9400
Elongation: ASTM EB 1" % 40 54 64
Sirain Hardening: For Info. A7 34
Strain hardening coeffiicient For Info. Only

ROOM TEMPERATURE TEMSILES

Transverse Method Offsetl Gage Units Spec. Min. Sheet #1 Sheast #1
Tensile Strength: ASTM EB Psi 14000 23600 23700
Yisld Strength: ASTMEE 0.2% Psi 7000 o800 o000
Elongation: ASTM EB 1" T % 35 65 54
Strain Hardening: For Info. 36 36
Strain hardening coeflicient For Infc. Only

PRODUCT RAR TEST

Test Spec.Min. Sheet#1  Shest#i

RESIDUAL RESISTIVITY_RATIC 260 416 422





